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PARTS LIST
DESCRIPTIONQTYPART NUMBERITEM

MAGNET 10 X 5L1A31/0051
NO 6 X 1IN SELF TAPPING SCREW2D22/060 2
KNIFE BLOCK CARRIER1E61/0323
12MM RUN IN BLOCK ASSY1E61/0394
LOCTITE 270 STUDLOCKA/RK09/0295
CYANOACRYLITE ADHESIVE1K09/1046
SLOTTED FIXING NUTS2L61/0077
CLAMPING STUD2L61/0168
UPPER PLATE MACHINED1M61/001 M19
LOWER PLATE MACHINED1M61/002 M110
12MM KNIFE PACK1S61/13411
KNIFE BLOCK SLEEVE-PC2-CSC11S61/18012

3

8 5

9

4

10

7271

NOTES:
 
  1. APPLY A DROP OF LOCTITE 270 (ITEM 5) TO M4 STUDS ON
      CARRIER (ITEM 3) TO SECURE CLAMPING STUDS (ITEM 8)
 
  2. PRESS MAGNET (ITEM 1) INTO LOCATING HOLE IN LOWER
      PLATE  MOULDING (ITEM 10)
 
  3. APPLY K09/104) ITEM 6 TO UPPER (ITEM 9) AND LOWER
      PLATE (ITEM 10)

 SEE NOTE 1

SEE NOTE 2
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BRONZE BUSH THIS END 

END OF SLEEVE TO BE 
FLUSH WITH SURFACE
OF LOWER PLATE
(ITEM 9)
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SEE NOTE 34
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